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ANSWERS

The surveys reference the presence of <1% drywall
finishes at one site. DEQ does not regulate these
materials, and they can legally be left in place and
demolished along with the building as long as OSHA
requirements are met. Can the <1% materials be left in
place and removed along with the structures?

YES

222 SE 5th Ave. Structure — the survey notes presumed
asbestos containing woven fabric wire to be present
throughout the structure and that the abatement
contractor is to perform finish demolition as required to
chase/remove it. During our site walk we were able to
see this wiring as it was exposed in the basement. To
access and remove all this wiring would be a significant
cost to the owner. Will the owner have APEX test this
wiring to determine whether or not it is asbestos
containing? If it is not, this would be a significant cost
savings.

Yes. Apex will test the wire covering as soon as the
electrical service is disconnected.

Is a bid bond required?

We are not requiring a bid bond. However, you
are required to submit a sample contract.

Is an engineer's estimate available.

NO

At prebid it was said orange fence required outside the
fence at sidewalk | don't. See this on the plans.

Orange fence is preferred due to high visibility
but not required.

On erosion control plans it shows both straw wattles
and silt fencing why are both needed.

Both wattles and fencing are not required. The
bid addendum should have swapped wattles out
on the plans and replaced with fence only.

It was asked instead of removing gravel at this time
makes sense to leave for erosion control and if not can
gravel be used to fill basement area at house demo.

Yes, this is acceptable.




