
on the schoolís hard courts. Most of the portables were 

put in around 2001/02.  The school is a Title 1 school. 

PRINCIPAL PRIORITIES
1. Library improvements.

2. True Multipurpose Room modernization.

3. Outdoor space for activities to engage students. 

RECENT PROJECTS
1. New PA system upgrade (completed 2016).

2. Fire alarm system upgrade (completed 2009).

3. Medium sized modernization (completed 1986).

4. Various technology upgrades (completion date 

unknown). 

CURRENT/UPCOMING PROJECTS
1. Multipurpose Room (MPR) modernization with a 

EXISTING SITE INFORMATION
Year Built: 1953

Year Modernized:  1993

Student Population (2016): 953

Grade Levels: 7 - 8 

Number of Classrooms: 46

Number of Modulars: 23 (Portables) 

Site Acreage: 20.1 Ac

Building Area: 58,5815.1 SF

OVERVIEW
Colton Middle School is one of the older school sites 

in the District, and the oldest of the 4 middle schools. 

The school is located adjacent to the District Office 

site. Classrooms are organized in with central spine 

and linear, ëfingerí buildings. Because the school has 

grown, half of the classrooms are in portables, located 

restroom addition (expected construction start 

summer 2017). 

2. Solar shade shelter project (expected late 2017/

early 2018 completion).

3. Addition of short throw/ interactive boards 

(completion date unknown). 

4. Re-grade, add fill, replace sod at play field, 

wit existing irrigation and DG track to remain 

(completion date unknown).

SITE COMMENTS
Program Needs
ï The multipurpose room (MPR) is undersized for 

assemblies. 

ï Need for an outdoor place for structured activities 

and for students to be hangout. 

ï Current Library is outdated and undersized. 

Library should be more like a university Library 

with varied areas to study and collaborate. The 

site is working on obtaining more e-books and 

space to allow for small learning groups. 

ï Locker rooms are old and undersized.

ï Science labs in the portables are in poor condition.

ï The Administration office is very tight and 

undersized. Due to space needs, the Principalís 

office and faculty lounge were recently moved to 

the Classrooms adjacent to the Administration 

office.    

Functionality of Spaces
ï The main quad area is small. Would like to allow 

students to play on the fields however due to 

portables, it is difficult to supervise from hard 

courts to play field.

ï Staff parking lot has poor circulation. Lack of on-

site drop off. 

ï The play fields are joint use with the City of Colton. 

Need for restrooms.

ï There is 1 bus that drops off students at this site 

and uses the drop-off off of Valencia Drive.  

670 W. Laurel Street, Colton, CA 92324

https://www.colton.k12.ca.us/cms

289

F
A

C
IL

IT
Y

 N
E

E
D

S
 A

S
S

E
S

S
M

E
N

T
S

C
o

lto
n

 J
o

in
t U

n
ifie

d
 S

c
h

o
o

l D
is

tric
t

L
o

n
g

 R
a
n

g
e
 F

a
c
ilitie

s
 M

a
s
te

r P
la

n

5.

C
O

LT
O

N
 M

ID
D

L
E

 S
C

H
O

O
L

20



CONDITION ASSESSMENT
Rating Legend:

CATEGORY [0] NO WORK.

CATEGORY [1] MINOR MODERNIZATION.

CATEGORY [2] STANDARD MODERNIZATION.

CATEGORY [3] MAJOR MODERNIZATION / 

  RECONFIGURATION / 

   COMPLETE REPLACEMENT.

ASSESSMENT OF SITE
Parking
Category [3]

ï ADA parking needs truncated domes.

ï Signage missing at parking stall (ADA-VAN), in 

addition the ADA access aisle is not compliant. 

ï Traffic circulation of north lot is difficult, and 

additional parking is desired. 

ï School has noted that they would like a safe drop-

off zone.

Concrete Paving
Category [3]

ï Portions of the sidewalk are lifting greater than 

1/4î, and showing cracking in panels.

ï Verify potential cross slope issues (>2%).

ï Recommend to replace 75% of concrete paving.

AC paving
Category [3]

ï Verify potential cross slope issues (>2%).

ï Various areas have cracking and have eroded, 

allowing water intrusion.

ï Recommend to replace 90% of parking lot ac 

paving.

ï Recommend to replace 90% of hard court ac 

paving.

Ramps
Category [3]

ï Handrails lack required 12î extension at landing.

ï Handrails are missing.

ï Landings are too small at top/bottom of ramp. 

Landings must be 5íx5í min.

Stairs
Category [3]

ï Nosings do not have warning grooves and/or 

contrasting color. 

ï Missing handrails.

ï Handrail extensions do not meet code. Must have 

12î flat extension on top rail and tread, and 12î 

flat extension at bottom rail.

Site Amenities
Drinking Fountain

Category [2]

ï Knee clearance is not code compliant.

ï Wheelchair clearance is not compliant.

ï Missing cane detection rails.

Lunch Shelter

Category [1]

ï Existing shelter is in fair condition, however the 

shelter guard rail is not code compliant. 

Playground 
Category [2]

ï Basketball goals, backboards, netting and posts 

are in fair condition with some faded paint. 

ï Backstops posts are in fair condition, with the 

chain link being in bad condition. Dugouts are in 

bad condition with signs of erosion and mud build 

up at benches.

ï Soccer goals in bad condition and need to be 

replaced.

ï Tetherball post are in fair condition but are not 

used. 

ï Track/Field surfacing is in bad condition, with 

grades that are uneven, and drainage that 

appears  to be inefficient. 

Landscape
Category [2]

ï Water draining into the compacted turf areas are 

promoting erosion and mud issues.

ï Gophers in turf area are causing mounding issues.

ï Plant material is missing or non-existent in several 

planters.

ï Treeís are showing signs of stress. All treeís on 

site should be evaluated by an Arborist. 

Irrigation 
Category [2]

ï Irrigation system is in working condition, but 

M&O would like a new system for optimum 

performance.

ï Irrigation for fields is inefficient and needs to be 

retro fitted. 

Fencing/Gates 
Category [3]

ï Paint has flaking/chipping off, in addition 

galvanization has worn away.

ï Existing fence has no bottom rails.

ASSESSMENT OF BUILDINGS
Exterior
Overall Rating: Category [1 - 2]

Paint 
Category [1-2]

ï Exterior of permanent buildings is mainly plaster 

with a brick wainscott. Plaster is mostly in good 

condition. Some isolated areas of patching and 

re-painting is noticeable. Could be refinished/ 

repainted. Brick appears to be in acceptable 

condition. 

ï Building paint is in acceptable condition. Fascia 

areas where paint is peeling need to be scraped 

and re-finished. 

ï Portables need new paint. 

ï Locker room building is in poor condition and 

needs to be refinished and re-painted. Category 

[2].

Door & Frames 
Category [1]

ï Exterior doors and hollow metal frames at 

permanent classroom buildings appear to be in 

good condition, with adequate hardware. 

ï Some instances of thresholds may need to be 

replaced. See note under ADA Compliance. 

Assume 25% thresholds need to be replaced. 

Windows
Category [3]

ï Windows are single pane, wood framed, and 

aged.  Previously operable windows are no longer 

operable. 

Roof
Category [1] 

ï There were no reported issues in regards to the 
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roof. 

ADA Compliance
Category [3]

ï Casework in Classrooms appear to be original 

wood with old p-lam countertops and are not 

compliant to todayís accessibility codes. They 

need to be upgraded in the next modernization. 

ï Some instances of door thresholds appear to be 

non-accessible due to ramping from paving up to 

door, which was previously allowed by DSA but is 

no longer suitable. 

ï A more detailed assessment and survey will need 

to be performed as projects come online. 

Interior
Overall Rating: Category [2]

ï The ceilings in classrooms appear to have been 

upgraded to drop t-bar ceilings. 

ï VCT at most permanent classrooms and labs is 

showing sings of wear and should be replaced. 

Some rooms are worse than others. 

ï Carpet at portable classrooms, music, Library and 

Administration appear in acceptable condition.  

ï Art and Music building needs to be modernized. 

ï MPR interior finishes in poor condition. Gluedown 

acoustical tiles discolored and peeling off, lighting 

and HVAC diffusers are outdated. The stage does 

have an accessible lift. 

ï Locker Room building needs complete 

modernization; flooring paint is worn off, lockers 

are scratched and bent, lockers have been built 

into the showers; glue down ceiling is stained and 

peeling. Currently the space is not air conditioned; 

heat only. 

ï Permanent classrooms lack code compliant 

signage. 

ASSESSMENT OF SYSTEMS
Site Utilities
ï Domestic Water: 
ï Category [3]

ï The majority of domestic water mains and laterals 

are original to building construction dates, and 

should be regarded as reached their service life.

ï Fire Water: 
ï Category [2]

ï Fire water mains are original to building 

construction dates.  Underground lines  should 

be assumed to have a 50-year life.

ï Gas: 
ï Category [3]

ï Gas mains and laterals are original to building 

construction dates, and should be regarded as 

reached their service life.

ï Sewer: 
ï Category [3]

ï The sewer mains and laterals are original to 

building construction dates, and should be 

regarded as reached their service life.

Storm Drain/ Drainage: 
Category [3]

ï Catch basins are plugged with debris/silt.

ï Culverts are full of debris blocking flow of surface 

water.

ï Drainage to field/planting areas creates erosion 

issues/standing water.

ï Roof drains expel water into planter without a 

dissipater. 

ï Drainage occurs through campus is centrally 

located in middle of quad area.

ï Drainage at drop-off is impeded by retrofitted ADA 

parking.

Mechanical
Overall Rating: Category [3]

ï Most of the HVAC equipment has exceeded its 

useful life and needs to be replaced.

ï Current HVAC equipment is a mix of gas electric 

rooftop package units, Split systems, and heat 

pump wall mounted package units.

ï Some units do not have an economizer and may 

not provide adequate ventilation to the occupied 

zones.

ï Digital thermostat controls: consistent district 

wide control and energy management strategy 

Should be investigated.

ï The site reported that there are thermal comfort 

issues. It is either too hot or too cold in the old 

Classroom wings. 

Plumbing
Overall Rating: Category [3]

ï Restrooms appear to not have had any upgrades 

and are not ADA compliant to todayís code. 

Fixtures appear to be original to the building. 

ï The MPR currently lacks a restroom, but this 

will be added in the upcoming Summer 2017 

modernization. 

Electrical
Overall Site Power Distribution: 
ï Electrical Service: 
ï Category [0]

ï Power service is provided by SCE by an 

underground high voltage service feeder from 

offsite structures.  The pad mounted transformer 

is in a fenced service yard with the campus main 

switchboard ëMSBí or in close proximity to the 

main board.  All equipment appeared to be in fair 

condition replaced in the last modernization.

ï Site Power Distribution:
ï Category [0]

ï Each building is served by an underground 

feeder from the MSB and routed to panels within 

the buildings.  A few portables have power and 

low voltage circuits routed overhead supported 

on masts attached to the buildings.  No reported 

problems with power distribution faults, breaker 

tripping or lack of capacity.  All equipment 

appeared to be in fair condition replaced in the 

last modernization.

Building Power Systems:
ï Electrical Panels: 
ï Category [1]

ï Power panels for each building are in dedicated 

electric rooms or on walls.  Power service and 

distribution is at 208Y/120V.  Electric rooms are 

neat and organized but generally crowded with 

very little wall space to add more equipment if 

necessary.  No reports of lack of capacity or circuit 

breakers tripping were provided.  All equipment 

appeared to be in fair condition replaced in the 

last modernization.  Power panel in the teachersí 

lounge is located behind a built-in counter 
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interfering with the code required clearance.

ï Power Distribution: 
ï Category [0]

ï Power feeders and branch circuits are routed 

interior to buildings in EMT conduit and IMC/RGS 

conduit exterior to the buildings.  Some branch 

circuits are routed in Metal Clad ëMCí cable 

which is a prefabricated flexible conduit with 

integral wiring.  This is an inexpensive method 

of installing branch circuits but does not allow 

for future modifications to the circuits conduit 

or wire.  New branch circuits (conduit/wire) will 

need to be run if additional capacity or outlets are 

needed.  Additionally, the MC cables are grouped 

and routed in bundles creating an unorganized 

installation resembling ìspaghettiî in the ceiling 

spaces.  This installation is inconsistent with 

original construction and was likely added during 

retrofit construction.

ï Receptacles:
ï Category [1]

ï Receptacle placement and quantity appear to 

be adequate.  No complaints reported for lack of 

outlets.

ï Equipment Disconnects:
ï Category [1]

ï Equipment are provided with disconnect switches 

either mounted on the equipment or within line of 

sight. 

ï Fire Alarm System: 
ï Category [3]

ï The fire alarm system Simplex and was replaced 

in 2009.  The system is in good shape.  System 

will need to be upgraded to current code as 

spaces are modernized or added.

ï Intercom / Clock / Bell: 
ï Category [0]

ï A Simplex 5100 series system is in place providing 

100% operation for intercom, public address 

and bells.  All equipment appeared to be in fair 

condition replaced in the last modernization.  

The system is fully functional and tested and 

inspected yearly.  No complaints regarding the 

system has been reported to the survey team.  

Systems should be replaced and upgraded with 

the next modernization.

ï Phone System: 
ï Category [0]

ï The phone system has been recently replaced 

by a VOIP system.  The system is fully functional 

and tested and inspected yearly.  No complaints 

regarding the system has been reported to the 

survey team.

ï Technology Infrastructure: 
ï Category [0]

ï The data network system is undergoing upgrades 

and is in good shape. Fiber replacement has 

been completed.

ï Technology:
ï Category [3]

ï Currently the site uses a non-scheduled Computer 

Lab and Chromebook carts in core Classrooms 

(Math/ English/ Science/ History). The site is 1 to 

1 students to Chromebook. 

ï There are no ceiling mounted projectors or 

interactive whiteboards in Classrooms. 

ï Reference District Technology Plan. 

ï Security: 
ï Category [3] 

ï Desire for security system and cameras. 

ï Digital Signage:
ï Category [2]

ï Use digital signage on appropriate sized LCD 

monitors for messaging at Gym/Pavilion.

ï Integrate LCD marquees controlled by similar 

system for public facing messaging, outside 

Administration building.

ï Roof Conditions: 
ï Equipment Disconnect Switches: 
ï Category [1] 

ï All roof top equipment had accessible disconnects 

within site of or mounted onto the equipment 

served and receptacles within 25 feet of each 

equipment.

ï Roof Top Receptacles: 
ï Category [0]  

ï Roof top receptacles are provided for equipment 

service, within 25í of all equipment.

ï Overall Site Lighting: 
ï Parking: 
ï Category [1] 

ï Open parking fields are provided with light poles 

and appear to have inadequate placement 

for coverage.  Pole types include cobra-head 

fixtures and are old.  There are no complaints or 

statements made of inadequate parking lighting.

ï School Area Lighting: 
ï Category [2] 

ï Recommended to provide photometric study to 

confirm dark and dim areas to inform a lighting 

improvment upgrade.

ï One main plaza connects all buildings and site 

amenities together and functions as the only 

avenue for pedestrian traffic, service vehicles, 

students, guests and large school functions.  

Lighting is provided by poles and building 

mounted sconce fixtures.  Based upon observation 

only, lighting appears to be inadequate with many 

dark areas.  Campus facilities personnel have 

provided comment that the lighting is poor and 

too dim and certainly not adequate for afterhours 

school functions. 

ï General Lighting Conditions:
ï Building Mounted: 
ï Category [1] 

ï Fluorescent wall sconces are mounted in 

pedestrian areas such as on walls facing the 

plaza and at entry doors into the classrooms.  

Wall packs and flood lights are used at entries 

into portable classrooms and in back-of-house 

spaces.  Industrial fluorescent strip lights are 

used in utility spaces, some with prismatic lenses 

and others with wire guards.  Fixtures are in fair 

condition and serviceable.  Light levels appear to 

be inadequate.

ï Interior Lighting: 
ï Category [1] 

ï Majority of light fixtures throughout the 

Administration and classroom buildings are 

comprised of 2x4 fluorescent troffers with prismatic 
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lens.  Lamps are fluorescent T8; three lamps at 

the 2x4 troffer with some at 4 lamps where higher 

light levels are needed.  At hard lid areas such 

as in the reception, kitchen, restrooms and MPR, 

surface mounted wrap-around or ëboxí fluorescent 

fixtures are in place.  At finished areas, such as 

lobbies, boardroom, large gathering spaces etc. 

fluorescent down nights are in use.  Fixtures are 

serviceable and can remain in service.

ï Lighting Controls: 
ï Category [0] 

ï All spaces are provided with local lighting controls 

mounted near the entry doors.  For most spaces 

lighting control is accomplished with toggle 

switches.  The use of occupancy sensor control is 

found in most spaces.  Where present it appears 

the occupancy sensors are passive-infrared and 

are functional.  Day lighting and manual dimming 

controls are not in use at this campus.

ï Emergency and Exit Lighting: 
ï Category [1] 

ï Two separate methods of providing emergency 

power to egress path lighting is found on this 

campus.  Indoor fluorescent fixtures in the 

classrooms, Administration and other assembly 

rooms contain battery-ballasts in select 

fluorescent fixtures.  When power is lost, the 

battery ballast provides power only to the fixture 

it is in, usually just one lamp is lit.  Some exit 

signs contain emergency power inverters with 

batteries that power the exit sign and ìbug-eyeî 

lamps to illuminate the areas surrounding the exit 

door.  The outdoor fixtures are not connected to 

any emergency power source.  Outdoor egress 

path and area of refuge emergency lighting 

must be provided.  Outdoor lighting control is 

accomplished with time clocks and contactors.
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Parking off of West Laurel Street, and front of school, 
beyond. 

Lunch shelter at hard courts/ main quad. 

Front of school. Drop-off at parking off of North Valencia Drive.

Hard courts/ Main Quad area. Hard courts/ Main Quad area; view towards portables. Lunch shelter East of MPR. 

Dg track and play fields.Main entry gate into campus, at front of school. 
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Hard courts South of the portables.

Main spine, walkway connecting classroom wings.

Locker room building. 

Ramp connecting main spine walkway to classroom 
wings.

Typical drinking fountain. 

Typical windows. 

Portable classrooms.

Typical classroom building. Typical outdoor space between classroom wings.
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Main lobby at Administration office. 

Typical classroom casework and sink. 

Multipurpose Room/ Cafeteria with stage. 

Typical classroom. 

Band room. 

Typical restroom.

Library.

Art classroom. Locker room.
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The following items are excluded from this budget:

ï Utility hook-up fees & City connection fees
ï Off-site work and traffic signals
ï Land acquisition costs
ï Hazardous material surveys, abatement and disposal
ï Escalation (costs are in 2017$)

MASTER PLAN COSTSCOPE OF WORK CATEGORIES

A.  Modernize & Reconfigure Existing Classrooms

B.  Existing Building Systems & Toilets

C.  Site Utilities

D.  New Construction Classrooms 

E.  Flexible Labs (Science, Art & Maker Space)

F.   Performing Arts Improvements (Music / Dance / Drama)

G.  Multi-Purpose Room / Food Service & Student Dining 

H.  Physical Education Improvements

I.    Administration & Staff Support

J.   Library, Innovation Lab & Student Support Services

K.  Safety and Security

L.  District Support Facilities

M. Outdoor Learning Environments and Quads

N.  Exterior Play Spaces, Play fields, & Hard courts

O.  Next Generation Classroom Flexibility (Furniture)

P.   Technology Infrastructure

Total Construction / Project Cost (2017$)

$ 2,297,000

$ 1,714,000

$ 1,312,000

$ 18,244,000

$ 8,575,000

$ 3,061,000

$ -

$ 9,733,000

$ 2,167,000

$ 6,205,000

$ 2,359,000

$ -

$ 1,030,000

$ 167,000

$ 285,000

$ 137,000

$  57,286,000
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